
Basic Oceanic CNS Requirements 

CPDLC 

CONTROLLER PILOT DATA LINK COMMUNICATIONS (CPDLC) 

Oakland ARTCC has full CPDLC capability and normal service in the entire Oakland OCA/FIR for FANS-
1/A capable aircraft.  The Oakland OCA/FIR log-on address is “KZAK”; the facility is “OAKODYA.” 

1. HF Communications Requirement 

Prior to entering the Oakland OCA/FIR, contact ARINC on HF and identify the flight as CPDLC 
equipped.  Provide SELCAL, departure and destination, aircraft registration number and advise whether 
SATVOICE equipped.  Expect to receive primary and secondary HF frequency assignments from 
ARINC for the entire route of flight within the Oakland OCA/FIR.  Pilots must maintain HF 
communications capability with ARINC at all times within the Oakland OCA/FIR. 

2. Log-On 

a. For aircraft departing from airports along the west coast of North America, Guam and Hawaii, 
Oakland Oceanic Control requires that data-link aircraft not logon to Oakland oceanic (KZAK) until 
after leaving 10,000’ MSL.  This request is made to eliminate ADS periodic reports for aircraft that are 
still on the ground which will assist in the transition from the domestic airspace automation 
environment.  Additionally, this should reduce operator cost.  

b. Aircraft entering the Oakland OCA/FIR CPDLC service area from non-CPDLC airspace:  Log on to 
CPDLC at least 15 but not more than 45 minutes prior to entering the Oakland OCA/FIR CPDLC 
service area.  Contact ARINC on HF and inform them you are a CPDLC flight.   

c. Aircraft entering the Oakland OCA/FIR CPDLC service area from adjacent CPDLC airspace:  Pilots 
should determine the status of the CPDLC connection.  If KZAK is the active center, the pilot shall 
contact ARINC on HF, identify the flight as a CPDLC flight, and send a position report via CPDLC.  If 
KZAK is not the active center, the pilot shall, within 5 minutes after the boundary is crossed, terminate 
the CPDLC connection, then log on to KZAK, contact ARINC on HF and inform them you are a 
CPDLC flight.  Send a position report when CPDLC ATC COM is established.  

3. CPDLC Position Report Message Format 

Oakland OCA/FIR (KZAK) cannot accept position reports containing latitude and longitude (Lat/Long) in 
the ARINC 424 format, which is limited to five characters (e.g. 40N50).  Position reports in the KZAK 
CPDLC service area containing Lat/Long waypoints will be accepted in complete latitude and longitude 
format only.  Flights unable to send position reports in complete latitude and longitude format must 
accomplish position reporting via HF voice communications. 

4. Aircraft Over-Flying Honolulu Control Facility (HCF) Airspace. 

Prior to entering HCF airspace, aircraft will receive an END SERVICE message that will result in 
termination of CPDLC.  Aircraft shall re-log on to CPDLC prior to reentering Oakland OCA/FIR (KZAK) 
airspace when HCF advises to contact en route communications or ARINC. 

5. Aircraft Entering Guam CERAP Airspace. 

Contact Guam CERAP 250 miles out on 118.7, squawk 2100. 

6. Aircraft Over-Flying Guam CERAP Airspace. 

The CPDLC and ADS connection with Oakland ARTCC may be terminated within the Guam CTA.  If the 
CPDLC connection with KZAK is not terminated, do not use CPDLC for ATC COM until Guam CERAP 
advises you to again contact en route communications or ARINC.  It may be necessary to log back on to 
CPDLC with KZAK  10-15 minutes prior to exiting the Guam CTA if the CPDLC connection was 
terminated. 

 


